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Radio Frequency (RF)Alert Systems Apparelguard

Alert Systems 
Apparelguard
Safeguard fitting rooms 
from incoming magnets and 
detachers 
Magnets and magnetic detachers can 
be easily obtained that allow shoplifters 
to remove security tags from protected 
merchandise. The shoplifter then leaves 
the store with the unpaid merchandise 
without being detected. Apparelguard 
detects magnets and magnetic 
detachers when brought into the fitting 
room area to help eliminate the threat 
from would-be thieves in this vulnerable 
area. 

In addition, Apparelguard can be 
integrated with Sensormatic Shrink 
Management as a Service (SMaaS) 
which provides retailers with data 
insights to proactively manage shrink 
and combat ORC activity.

Retailer Values 

•	 Ideal for protecting fitting room 
entrance up to 1.4m (4.6ft) from 
incoming detachers and magnets 

•	 Helps safeguard merchandise in 
the fitting room which presents an 
opportunity for would-be thieves to 
conceal and steal items

•	 Store associates can be notified 
of incoming magnets or magnetic 
detachers via alarm, CCTV or optional 
pager device

Product Codes 
Antenna 
AS-1503060100 
AS-Apparelguard V4 Antenna - Black 
AS-1503060101 
AS-Apparelguard V4 Antenna - White

Controller 
AS-1003042183 
AS-Hypr/Aprl V4 Controller - US 
AS-1003042184 
AS-Hypr/Aprl V4 Controller + Pager - US

AS-1003042180 
AS-Hypr/Aprl V4 Controller - EU 
AS-1003042181 
AS-Hypr/Aprl V4 Controller+pgr - EU

Product Compatibility 
Shrink Management as a Service 
(SMaaS)

Apparel Guard Specifications

Height................................24cm (9.45in)

Width.................................13cm (5.12in)

Depth...................................3cm (1.18in)

Weight.................................0.6KG (1.3lb)

Controller Specifications

Height...................................5cm (1.97in)

Width...............................11.5cm (4.53in)

Depth .................................19cm (7.48in)

Weight...............................0.3KG (0.66lb)

Electrical 
Power Supply 
Primary Input 100-240 V AC Adapter 

Regulatory Compliance 
EMC 
47 CFR, Part 15 
RSS-Gen Issue 4 (2014-11) 
RSS-210 Issue 8 (2010-12) 
EN 300 330-1 V1.7.1 (2010-02) 
EN 300 330-2 V1.5.1 (2010-02) 
EN 301 489-01 V1.9.2 
EN 301 489-03 V1.4.1 
EN 55022:2010 
EN 55024:2010 
EN 50354:2010

Regulatory Compliance 
Safety 
UL60950-1,2nd ed., 2011-12-19, 
2014-10-14

CSA C22.2 no. 60950-1-07 + 
A1: 2011 + A2:2014

IEC60950-1:2005 + A1:2009 + A2:2013

EN 60950-1:2006 + A1:2010 + A11:2009 
+ A12:2011 +A2:2013

  This product is in conformity 
with RoHS II Directive 2011/65/EU 
and REACH Substances of Very High 
Concern as defined in Regulation 
(EC) No 1907/2006 and subsequent 
amendments to both.
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